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Updating Tools

USB RS485 converter, e.g 'XC4136' From Jaycar '‘Update V2' software

DigiTech XC4136:
RJ45 Pin 1 to T/R+
RJ45 Pin 2 to T/R-
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communication | interface Definition of PIN remark
RS485(Inverter) | RJ45 1 RS485A Software —— T
update terminal | ' |[Hpsesnng
2 | RS485B- i Bl
3 /
CAN(Inverter) 4 | CAN_H B
5 | CAN_L ‘ IHH
12345678




1. Open the Update V2.0

@'“g » update V2.0 » update V2.0 » update V2.0

{Fe0 v HaF H=- @ FEEwies

L W =FF 2 HE i For
j & D 3U-V8 LR V2-3 28-Nov-2016.hex 2017/5/16 17:.05 HEX 3744 297 KB
=5 || BMS48150-V5_9-May-2017.hex 2017/5/16 17:05  HEX 7l 169 KB
Gﬁ- EmEaEEsS D BMU V2 V4-14 18-Mar-2017.hex 2017/5/16 1705 HEX 3744 224 KB
D BYD3U BMS-V2 V4-4-3 18-Mar-2017... 2017/5/16 17:06 HEX 3744 175 KB
=5 % | config 2017/5/16 15:22 EZEE 1 KB
5 & Update V2.0 2017/5/15 16:23  RiFRER 2,692 KB
= EE @ USER manual 2017/5/16 17:46 Microsoft Power... 2,097 KB
Bz



2. Click OK and Click the BYD logo at the bottom of the screen

Update v2

| Error opening serial port.

= || BMU_V2\

|| BYD3U_BN

3  config

|#= Update V:

0% USER man
Ci)
5]
ite V2.0 $2RTAEE: 2017/5/15 16:23 SIEAEE: 2017/5/16 17:22

= Fulv 2.62 MB /\
J¢ m‘m @‘@ ‘ = G e

2017/5/16 | |




3. Select the correct serial port

-
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== BYD UPDATE V2.0

seral Port: |m '|
(COM3 |

Froduct Type
Bhdl BhdS12.8 3L JU-E
File Fath: ‘
lmport | Update |

| Fassive Update (Reszet Key Operate or Restad)

[ Online Actrve Update

Serial Fort Test

]| S|

Operation Instruction

1.5elect Senal Part : Senal Port Change
ar Diouble click Serial Part box can auto
open Senal Port

2 Select Product Type : Refer to Previwe
aof product type

AImport File : Import HEX File

4 Select Update Mode:Reset or Orline
Active pdate.

[if suppaort Online Active Update]:Select

o

m




4. Select the “BMU”

= BYD UPDATE V2.0 ;IE'E

Operation Inztruction -
Senal Port: 1COMI - 1.5elect Senal Port : Senal Part Change

- ar Double click Seral Port box can auta
apen Senal Part

m

Froduct Type 2.5elect Product Type : Refer ta Previwe
............... af product type
JiBRL EkS12 5 -2 3-8 3.Import File : Import HEX, File

ey 4 Select Update Mode:Rezet or Online
Bctive Update.
[if zupport Online &ctive Update):Select =

File Fath: ‘

Impon | Update |

| Fassive Update (Reset Key Operate or Restar)

v Online Active Update  Module Address: |1 - Connect




5. Import the file

== BYD UPDATE V2.0

Operation |

Serial Part |[COM3 - 1.5elect 5t

ar Dauble ¢
open Sena

Froduct Type 2 5elect Pr
af product

BhAlLl [ BMST12.8 ] 31U~z ] 33 ZImport Fil
4 Select L,

Active Upc
‘D:HEI—EIOX‘\,S oftware\BMU_W2_v4-14_18 [if support |

Update

File FPath:

== §T3F (el
E:HETE‘.PIE (1) | ; software j ﬁi "

= = R HER

ey~
ﬂiﬁﬁ%ﬂﬁ*]fﬁ  update V2.0 201775712 13:40 3
| |3U-VB_LR V2-3_28-Nov-2016.hex 2017/5/12 13:45 |
! || BMS48150-Y5 9-May-2017 hex 2017/5/12 13:44 |
=1 _ BMU V2 V4-14 18-Mar-2017.hex 2017/5/12 13:45 |
|

u=pil

B
A
e=tilk

@

peder

|_|BYD3U_BMS-VZ_VA-4-3_18-Mar-2017.hex

4 I

201775712 13:45

it (BMU_YZ_V4-14_18-Mar-2017

- |
R NEEETD

SIFZERIT):  |Load File (% hex)

- BN:E |

[ Passive Update (Reset Key Operate or Restart)

¥ Online Active Update  Module Address: |1 v| Connect |




6. Link computer and BMU(the interface connected to inverter).(Keep
the BMU energized)click the “Connect”. The computer will pop up a
dialog box and click the “OK”

= BYD UPDATE V2.0 Update v2 @ |

Serial Part |[COM3 -

Detected Hardware Update Requirement
Froduct Tvpe

J| BRI Bki=12.8 N2 3-8 T ‘I

‘D:".,EE—EE Oxhsoftwaretupdate

Irmpor Update

[ Passive Update (Reset Key Operate or Restar)

File Path:

¥ Online Active Update Module Address: |1 vl




7. Update

= BYD UPDATE V2.0

Serial Port: |COM3 -

Froduct Type
+ BML BrAS12.8 342

File Path: ‘D:"-,EI—EIDb-a"-,scufhﬁxare"-,EIMU_\fE_\H-’-I—1 4_18

mport | e pdate.

| Fassive Update (Feset Key Operate or Bestard)

v Online Active Update  Module Address: |1 -

3G

Connect

=10] x|

Operation [nstruchon -
1.5elect Senal Port : Senal Port Change
or Double click Serial Part box can auto
open Senal Fort

2. 5elect Product Type - Refer to Previwe
af product lwpe

Amport File ; Import HE= File

4 Select Update Mode:Reszet ar Online
Active Update.

[If zuppart Orline Active Update): Select -

m




8. Updating

(s
e |

Operation [hetruchion -
Sanal Port: ICDMH - 1.5elect Seral Port : Senal Part Change

- ar Double click Sernal Port box can auto
apeh Senal Port

Froduct Type 2.5elect Product Tepe . Refer ta Previwe
af product type
BrALI [ BrS12.8 [] 32 ] 3-8 Admport File : Impart HE= File
4 Select Update Mode:Reset ar Online
Active Update.

DAB-BOM\software BMU_ V2 va-14_18 [If zuppart Online Active Update]: Select =

File Fath:

Import | Update |

T Passive Update (Reset Key Operate ar Festar)

I¥ Online Active Update  Module Address: |1 | Connect




9. Update complete

e 100

Serial Fort |[COM3 -

Froduct Type
Bkl BhAS12.8 A2 3-8

DAB-BOXsoftware\BMU_ Ve V414 18
File Path: |HH FasoftwarsiBhU_ve_va-T4_

Import | Update |

T Fassive Update (Reset Key Operate or Bestart)

- 100] %] |

Operation [nstruchion -
1.5elect Senal Part : Senal Port Change [
or Double chick Senal Port box can auto
open Senal Part

2.5elect Product Type : Heter to Previve
af product type

Almport File : Irmport HEE File

4 Select Update Mode:Rezet or Online
dActive Update.

[if zuppart Online Active Update):Select =

m

¥ Online Active Update Mudrupdate v2

| . e



The second method for Update BMU
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Updating requires a preparation

USB RS485 converter and Install

the driver of the converter Update V2

- - s |
iy,
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update V2.0







communication | interface Definition of PIN remark
RS485(Inverter) | RJ45 1 RS485A Software —— T
update terminal | ' |[Hpsesnng
2 | RS485B- i Bl
3 /
CAN(Inverter) 4 | CAN_H B
5 | CAN_L ‘ IHH
12345678




1. Open the Update V2.0

@'“g » update V2.0 » update V2.0 » update V2.0

{Fe0 v HaF H=- @ FEEwies

L W =FF 2 HE i For
j & D 3U-V8 LR V2-3 28-Nov-2016.hex 2017/5/16 17:.05 HEX 3744 297 KB
=5 || BMS48150-V5_9-May-2017.hex 2017/5/16 17:05  HEX 7l 169 KB
Gﬁ- EmEaEEsS D BMU V2 V4-14 18-Mar-2017.hex 2017/5/16 1705 HEX 3744 224 KB
D BYD3U BMS-V2 V4-4-3 18-Mar-2017... 2017/5/16 17:06 HEX 3744 175 KB
=5 % | config 2017/5/16 15:22 EZEE 1 KB
5 & Update V2.0 2017/5/15 16:23  RiFRER 2,692 KB
= EE @ USER manual 2017/5/16 17:46 Microsoft Power... 2,097 KB
Bz



2. Click OK and Click the BYD logo at the bottom of the screen

Update v2

| Error opening serial port.

= || BMU_V2\

|| BYD3U_BN

3  config

|#= Update V:

0% USER man
Ci)
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3. Select the correct serial port

-

e

== BYD UPDATE V2.0

seral Port: |m '|
(COM3 |

Froduct Type
Bhdl BhdS12.8 3L JU-E
File Fath: ‘
lmport | Update |

| Fassive Update (Reszet Key Operate or Restad)

[ Online Actrve Update

Serial Fort Test

]| S|

Operation Instruction

1.5elect Senal Part : Senal Port Change
ar Diouble click Serial Part box can auto
open Senal Port

2 Select Product Type : Refer to Previwe
aof product type

AImport File : Import HEX File

4 Select Update Mode:Reset or Orline
Active pdate.

[if suppaort Online Active Update]:Select

o

m




4. Select the “BMU”

= BYD UPDATE V2.0 ;IE'E

Operation Inztruction -
Senal Port: 1COMI - 1.5elect Senal Port : Senal Part Change

- ar Double click Seral Port box can auta
apen Senal Part

m

Froduct Type 2.5elect Product Type : Refer ta Previwe
............... af product type
JiBRL EkS12 5 -2 3-8 3.Import File : Import HEX, File

ey 4 Select Update Mode:Rezet or Online
Bctive Update.
[if zupport Online &ctive Update):Select =

File Fath: ‘

Impon | Update |

| Fassive Update (Reset Key Operate or Restar)

v Online Active Update  Module Address: |1 - Connect




5. Import the file

== BYD UPDATE V2.0

Operation |

Serial Part |[COM3 - 1.5elect 5t

ar Dauble ¢
open Sena

Froduct Type 2 5elect Pr
af product

BhAlLl [ BMST12.8 ] 31U~z ] 33 ZImport Fil
4 Select L,

Active Upc
‘D:HEI—EIOX‘\,S oftware\BMU_W2_v4-14_18 [if support |

Update

File FPath:

== §T3F (el
E:HETE‘.PIE (1) | ; software j ﬁi "

= = R HER

ey~
ﬂiﬁﬁ%ﬂﬁ*]fﬁ  update V2.0 201775712 13:40 3
| |3U-VB_LR V2-3_28-Nov-2016.hex 2017/5/12 13:45 |
! || BMS48150-Y5 9-May-2017 hex 2017/5/12 13:44 |
=1 _ BMU V2 V4-14 18-Mar-2017.hex 2017/5/12 13:45 |
|

u=pil

B
A
e=tilk

@

peder

|_|BYD3U_BMS-VZ_VA-4-3_18-Mar-2017.hex

4 I

201775712 13:45

it (BMU_YZ_V4-14_18-Mar-2017

- |
R NEEETD

SIFZERIT):  |Load File (% hex)

- BN:E |

[ Passive Update (Reset Key Operate or Restart)

¥ Online Active Update  Module Address: |1 v| Connect |




6. Select the “Passive update(Reset key operate or restart)”

= BYD UPDATE V2.0 ;lglﬂ

O peration Inztruction -

Serial For: |CDM3 "| 1.5elect Serial Port : Serial Port Change

ar Double click Senal Port bax can auta
apen Serial Part

m

Product Type 2.5elect Product Type : Reter to Previwe
af product tppe
| BhAL BrS12.8 32 3-8 3. mport File : Import HEX File
4 Select Update Mode:Reset ar Online
Active Update,

L]

[if support Online Active Update):Select

File Path: ‘DZHB-BDHESwaare\update

lmport | Update |

v FPassive Update (Reset Key Operate or Restart)

[ Dnline Active Update




7. Connection the BMU and Computer.
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8. Reset the BMU(start the BMS to Supply of electricity to BMU. Unplug
the power and plug in the power)




9. The window will pop up a dialog box.(if not, Restart the software and
try again.) Click OK.

== BYD UPDATE V2.0 - O |ﬂ
Operation Instruction -
Serial Fort: ||:Dh-'13 - 1.5elect Serial Port : Serial Port Change
- =—————C—a| Port box can auto
Update v2 @ =
Froduct Type pe: - Refer to Previwe
7] ERAL BhS17 8 5 )4yo Detected Hardware Update Requirement  |HEx File
He:FReset or Online
- e ———— vo UpdatetSeinct |
_ DAB-BOxhsoftwarelupdate e
File Fath: ‘ b o P
lmport |pdate

v Fassive Update (Reset Key Operate or Restart)

| Dnline Active Update




10. Click Update.

= BYD UPDATE V2.0

Serial Fort: |CDM3 v|

Froduct Type
4 B Bk=12.8 A2 3L-E

DAB-BOx\software\update

lmport | @

v Passive Update (Reset Key Operate or Festart)

File Fath: ‘

[ Dnline Active Update

=10 x|

O peration Inztruction -
1.5elect Senal Port ; Senal Port Change
or Double click Serial Port bow can auko
apen Serial Part

2.5elect Product Tupe : Refer to Previwe
af product tppe

A lmpart File : Import HEX File

4 Select Update Mode:Reset ar Online
Active Update,

[if support Online Active Update):Select

m

L]




11. Updating.

Serial Fort: ICDMH vl

Froduct Tyvpe
BhrAL ] BrS12.8 [] 3U-2 [ 3U-v3

File Path:

ID:".,EI—EI Lehsoftwarelupdate

Import | | pdate |

¥ Fassive Update (Fesetkey Operate or Festar)

I Online Active Update

Operation Instuction -
1.5elect Senial Port : Serial Part Change

ar Double click Serial Part bow can auto
open Senal Port

2.5elect Product Type - Refer to Previwe

af praduct type

Ampart File : Impaort HE, File

4. 5elect Update Mode:Reset or Online
Active pdate,

[if zuppart Online Active Update): Select

i




12. Complete.

&= 100 = 0] x|
Iﬁ O peration [nstruction -
Serial Fort |[COM3 - 1.5elect Senal Port : Serial Fort Change
' = Paort bow can auto
Update v2
Froduct Tywps - Refer to Previve
[7] BML [] BMS126 [] 3U- Update Complete Amount of Code: 121504  lpw File

e R eset or Online

e pdatel:Select -

File Fath:

ID:".,EI—EI U=hsoftware\update

Import | Update

¥ Fassive Update (Reset Key Operate or Festar)

™ Online Active Update






