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2. Click OK and Click the BYD logo at the bottom of the screen

Update v2

| Error opening serial port.

= || BMU_V2\

|| BYD3U_BN

3  config

|#= Update V:

0% USER man
Ci)
5]
ite V2.0 $2RTAEE: 2017/5/15 16:23 SIEAEE: 2017/5/16 17:22

= Fulv 2.62 MB /\
J¢ m‘m @‘@ ‘ = G e

2017/5/16 | |




3. Select the correct serial port
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Operation Instruction

1.5elect Senal Part : Senal Port Change
ar Diouble click Serial Part box can auto
open Senal Port

2 Select Product Type : Refer to Previwe
aof product type

AImport File : Import HEX File

4 Select Update Mode:Reset or Orline
Active pdate.
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4. Select the version number (3U-V8)
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Operation Instruction -

Serial Port; |':th13 T| 1.5elect Serial Part : Serial Port Change
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open Senal Port
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aof product kype
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4 Select Update Mode:Reset or Online
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5. Load the file
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6. Press the reset to Power off




7. Press the reset and hold until the SOC LED like the picture.
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8. Click OK
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O peration [nstruction -

Serial Por:; |CDM3 ‘r| 1.5elect Seral Port : Serial Port Change

ar Double click Senal Part bax can auta
apen Serial Part
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Froduct Type 2.5elect Product Type : Refer to Previwe
aof product type
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4 Select Update Mode: Reset or Online
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9. updating

Operation Inztruction -

Serial Port: ICDM3 vI 1.5elect Serial Part : Seral Part Change

ar Double click Serial Port box can auto
open Senal Port

Praduct Type 2 5elect Product Type : Refer to Previve
of product type
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4 Select Update Mode:Reset ar Online
Active Update.
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10. Complete.
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