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Updating Tools

USB RS485 converter, e.g 'XC4136' From Jaycar
'‘Update V2' software

update V2.0




DigiTech XC4136:
RJ45 Pin 1 to T/R+
RJ45 Pin 2 to T/R-
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communication | interface Definition of PIN remark
RS485(Inverter) | RJ45 1 RS485A Software —— T
update terminal | ' |[Hpsesnng
2 | RS485B- i Bl
3 /
CAN(Inverter) 4 | CAN_H B
5 | CAN_L ‘ IHH
12345678




1. Open the Update V2.0

@'“g » update V2.0 » update V2.0 » update V2.0
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5 & Update V2.0 2017/5/15 16:23  RiFRER 2,692 KB
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2. Click OK and Click the BYD logo at the bottom of the screen

Update v2

| Error opening serial port.
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3. Select the correct serial port

e

== BYD UPDATE V2.0

seral Part: |m '|

Froduct Type
Bhdl BhdS12.8 3L JU-E
File Fath: ‘
lmport | Update |

| Fassive Update (Reszet Key Operate or Restad)

[ Online Actrve Update

Serial Fort Test

]| S|

Operation Instruction

1.5elect Senal Part : Senal Port Change
ar Diouble click Serial Part box can auto
open Senal Port

2 Select Product Type : Refer to Previwe
aof product type

AImport File : Import HEX File

4 Select Update Mode:Reset or Orline
Active pdate.

[if suppaort Online Active Update]:Select
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4. Select the Type

== BYD UPDATE V2.0 nglﬂ |

O peration Instruction -

Serial Port; |':D|"-.-"|3 T| 1.Select Senal Port : Senal Part Change

aor Double click Sernial Port box can auto
open Seral Port
2. Select Product Tepe : Refer to Previvwe

m

of product type
EhdL A48 A rpart File : [mport HEX File
4 Select Update Mode:Rezet or Online
Active Update.
[if zupport Online Active Update)Select -
File Fath: ‘

Import | Update |

| Fassive Update (Reset Key Operate or Restar)

v Online Actrve Update Module Address: |E| -| Connect

oeral Port Test




5. Load the file

i BYD UPDATE V2.0

Seral Fort: |CDM3 -|

Froduct Type
] BhdLI BrS12.8 [ 3u-v2 M 3-8
File Fath:
........................................ Undate
| Fassive Upd ey Operate ar Restar)
v COnline Active Update  Module Address: |E| -

[7] Serial Port Test
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6. Connection the computer and BMS of 12.8 B-BOX, click the “Connect”

= BYD UPDATE V2.0 - ||:| |E
Operation Instruchion -
Serial Fort: ||:D|H-'13 T| 1.5elect Serial Port : Senial Port Change

ar Double click Sernal Paort box can auto
open Senal Port

m

Product Type 2 5elect Product Type : Refer to Previwe
af product type
BrAlL 4| BMS12.8 3 A48 2 Irport File : [mport HEX File

4 Select Update Mode:Rezet ar Online
Active Update.
[If zupport Online Active Update)Select =

File Path: ‘D:'\EI—EI Cxhsoftwarelupdate

e dmport Update |

| Fasszive Update (Feset Key Operate or Restar)

v Online Active Update  kodule Address: ||:| 1r|

metial Port Test




7. Click the “ OK”

= BYD UPDATE V2.0 - ||:| |E
Operation Instruchion -
Serial Fort: ||:D|H-'13 T| 1.5elect Serial Port : Senial Port Change

ar Double click Sernal Paort box can auto
open Senal Port

m

Product Type 2 5elect Product Type : Refer to Previwe
af product type
BrAlL 4| BMS12.8 3 A48 2 Irport File : [mport HEX File

4 Select Update Mode:Rezet ar Online
Active Update.
[If zupport Online Active Update)Select =

File Path: ‘D:'\EI—EI Cxhsoftwarelupdate

e dmport Update |

| Fasszive Update (Feset Key Operate or Restar)

| Update v2 @

v Online Active Update  kodule Address: |E| 1r| Connect | A e o dte Reo
etected Hardware Upadate Requirement

metial Port Test




/. Upate

Serial Port: ICOM3 vI

[ 3U-v8

Import

Product Type
(] BMU BMS12.8 [ 3U-v2
File Path: |D:'\EI—BU>¢;‘\snflware".,update

Update

W Online Active Update

[ ] Serial Port Test

[T Passive Update (Reset Key Ope

te or Restar)

Module Address: |0

=

Connect I

Operation Instruction -
1.5elect Serial Port : Serial Port Change

or Double click Serial Port box can auto
open Serial Port

2.Select Product Type : Refer to Previwe

of product type

3.Import File : Import HEX File

4 Select Update Mode:Reset or Online
Active Update.

(if support Online Active Update]:Select  ~

=13



8. Complete

== 100

Serial Port; ICOM3 vl

| BMU

Product Type

=10/ x|

File Path: IB

I” Passive Upi

[V Online Activ

] Serial Port Test

Operation Instruction -
1.5elect Sernal Port : Senal Port Change
or Double click Sernial Port box can auto
open Sernial Port =
2.Select Product Type : Refer to Previwe

of product type

3.Impart File : Import HEX File

4 Select Update Mode:Reset or Online
Active Update.

(if support Online Active Update):.Select ~
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