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Updating Tools

USB RS485 converter, e.g 'XC4136' From Jaycar
‘Update V2’ software

update V2.0




DigiTech XC4136:
RJ45 Pin 1 to T/R+
RJ45 Pin 2 to T/R-
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communication | interface Definition of PIN remark
RS485(Inverter) | RJ45 1 RS485A Software —— T
update terminal | ' |[Hpsesnng
2 | RS485B- i Bl
3 /
CAN(Inverter) 4 | CAN_H B
5 | CAN_L ‘ IHH
12345678




1. Open the Update V2.0

@'“g » update V2.0 » update V2.0 » update V2.0

{Fe0 v HaF H=- @ FEEwies

L W =FF 2 HE i For
j & D 3U-V8 LR V2-3 28-Nov-2016.hex 2017/5/16 17:.05 HEX 3744 297 KB
=5 || BMS48150-V5_9-May-2017.hex 2017/5/16 17:05  HEX 7l 169 KB
Gﬁ- EmEaEEsS D BMU V2 V4-14 18-Mar-2017.hex 2017/5/16 1705 HEX 3744 224 KB
D BYD3U BMS-V2 V4-4-3 18-Mar-2017... 2017/5/16 17:06 HEX 3744 175 KB
=5 % | config 2017/5/16 15:22 EZEE 1 KB
5 & Update V2.0 2017/5/15 16:23  RiFRER 2,692 KB
= EE @ USER manual 2017/5/16 17:46 Microsoft Power... 2,097 KB
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2. Click OK and Click the BYD logo at the bottom of the screen

Update v2

| Error opening serial port.

= || BMU_V2\

|| BYD3U_BN

3  config

|#= Update V:

0% USER man
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5]
ite V2.0 $2RTAEE: 2017/5/15 16:23 SIEAEE: 2017/5/16 17:22
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3. Select the correct serial port

-

e

== BYD UPDATE V2.0

seral Port: |m '|
(COM3 |

Froduct Type
Bhdl BhdS12.8 3L JU-E
File Fath: ‘
lmport | Update |

| Fassive Update (Reszet Key Operate or Restad)

[ Online Actrve Update

Serial Fort Test

]| S|

Operation Instruction

1.5elect Senal Part : Senal Port Change
ar Diouble click Serial Part box can auto
open Senal Port

2 Select Product Type : Refer to Previwe
aof product type

AImport File : Import HEX File

4 Select Update Mode:Reset or Orline
Active pdate.

[if suppaort Online Active Update]:Select

o

m




4. Select the version number

= BYD UPDATE V2.0 O ﬂ
Operation [nstction -
Serial Port;, |[COM3 - 1.5elect Serial Port : Serial Port Change

or Double click Serial Port box can auto
open Serial Port

2 Select Product Type : Refer to Previmwe
aof product tppe

3L-4E dmport File : Irnport HE File

4 Select Update Mode:Rezet or Online
Active Lpdate.

[if support Online Active Update]:Select

m

BhAL Bhi=12.8

|

File Fath: ‘

Irport | Update

| Faszsive Lpdate (Reset Key Operate or Restart)

W Online Active Lpdate  Module Address: |0 - Connect

Serial Port Test



5. Load the file

== BYD UPDATE V2.0

Serial Faort; |COM3

Froduct Type
] BMU ] BMS12.8 A2 M 3U-+/8

File Path:

=
THHEE O

L -
Iy

ﬂiﬁﬁ%ﬂ]ﬁ’ﬂfﬁ

Em

| | update V2.0 j ﬁ v
£ . ¢ 5
|| 3U-V8_LR_V2-3_28-Nov-2016.hex 2017/5/16 17:05 i
| | BMS548150-V5_9-May-2017 hex 2017/5/16 1705 |
|| BMUY2-va-14-18-Mar-2017.hex 2017/5/16 17:05 I
. BYD3U_BMS-V2 V4-4)3 18-Mar-2017.hex 2017/5/16 17:06 i
L I
it o BTDU_EMS-VZ_V4-4-3_18-Mar-2017 - ] @)
SIEFZERII): |Load File (*. hex) ~| %

Update

eREset Key Operate or Restar)

v Online Active Update  Module Address: |E| - Connect

[] Serial Fort Test

[ Passive Upds



6. Select the same address as the battery

== BYD UPDATE V2.0

Serial Port |CDM3 -

Froduct Type

"] B ] BMS12.8 -2 M 3U-v3

‘D AB-BOx\softwareiupdate

Irnport Update

[ Passive Update (Reset Key Operate or Restart)

File FPath;

[ Serial Fort Test

=l

Operation [Rstruction
1.5elect Ser_ial F'u:urt_: Senal Port Change

-~

ADRR

O o0 NOYYUL B~ WNPEFE O

=
o

DIP
000000
100000
010000
110000
001000
101000
011000
111000
000100
100100
010100

ADRR
11
12
13
14
15
16
17
18
19
20
21

DIP
110100
001100
101100
011100
111100
000010
100010
010010
110010
001010
101010

ADRR
22
23
24
25
26
27
28
29
30
31
32

DIP
011010
111010
000110
100110
010110
110110
001110
101110
011110
111110
000001



7. Open the battery.




8. Click the “Connect” and “OK”

= BYD UPDATE V2.0 =10] x|
Operation [ngtructian -
Serial Fort; |COKM3 = 1.5elect Serial Part : Serial Part Change
- S—t—t—q| Port box can auto
Update v2 @ E
Froduct Type he: - Fiefer bo Previve
] BMU ] BMS12.8 Y Detected Hardware Update Requirement HE* File

He:Feset or Online

1

ive Lpdate] Select

‘D AB-BOxhsoftwars\update

Import Update

[ Passive Update (Reset Key Operate or Restar)

File Path:

¥ Online Active Update Module Address: |0 -

[ Serial Fort Test




9. Click the Update

H
=)

Seral Port |[COM3 -

Product Type
Bhdll BhdS12.8 4| 3

File Path: ‘DZRB'B Osoftwarsjupdate

Irrport

[ Passive Update (Reset Key Operate

v Online Active Update  Module Address: |E| -

serial Port Test

J-a

Connect

M=

O peration [nstruction -
1.5elect Senal Part : Senal Port Change

or Double click Serial Port box can auto
open Sernal Port =
2.Select Product Type : Refer to Previwe
af product type

Amport File : Import HEX File

4 Select Update Mode:Reset ar Online
Active Update.

[If zupport Online Active Update]:Select




10. Updating

Operation [ngtruction -
Serial Port: ICI:IMS vl 1.5elect Senal Port ; Senial Port Change

or Double click Senal Port box can auto
open Sernal Port
Product Type 2.Select Product Type : Refer to Previwe
af product type
[ ] BhdL [ ] BMS12.8 32 ] 3-8 3. rnpart File : Import HE File
4 Select Update Mode:Reset ar Online
Active Update.
[if support Online Active Update]:Select =

File Path:

|D AB-BOxhsoftwarelupdate

Import | pdate |

[T Passive Update (Reset Key Operate or Restart)

¥ Cnline Active Update  Module Address: II] vl Connect |

[] Seral Part Test




11. Complete

i 00 _ IDIEI
Iﬁ Qperation Instuction -
Serial Fort: [COM3 - 1.5elect Serial Part : Serial Part Change
' = Fort box can auto
Update v2
Froduct Twpe E: Refer to Previwe
] BRL [ Bk=S12.8 [7] 3l- Update Complete, Amount of Code: 103844  hpw File

EFeset ar Online

........................................

ID:".,EE—EI OWysoftwareiupdate OK

e lpdate):Select -

File Fath:

lmport | Update

™ Passive Update (Reset Key Operate or Bestar)

[+ Online Actve Lpdate Module Address: ID -—I Connect |

[ ] Serial Fort Test




